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Dimension in mm

TECHNICAL CHARACTERISTICS

Working voltage: 20 + 250 Vac/dc
Output type: AC/DC

Function: NO/NC programmable
Actuation type: Instantaneous
Sensing distance (mm): 0 + 25 (adjustable)
Hysteresis (%Sn): <=20

Max switching frequency: 10 Hz
Repeatability (%Sn): <10

Max output current: 500 mA

Min output current: 10 mA (minimum current for reléase)
Max. peak current for 20msec: 1.5A

Residual current: <=2mA

Voltage drop: <6V

Led indicator: Yellow

Shielding: Not embeddable
Mechanical characteristics: M30x1.5

Housing material: Nickelled brass
Connection type: K plug
Temperature limits: -20 + +70 ¢C

IP rating: IP 65

Weight: 260 g

AECO S.r.l. 20065 Inzago (M) ltaly - Via G. Leopardi, 5 - Tel. +39 02 954381 - Fax +39 02 9548528
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Part number: CAP000023 - Model: SC30M-AE25 NO/NC K

WIRING DIAGRAM

CONNECTION WITH K PLUG
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INSTRUCTIONS FOR CORRECT INSTALLATION

INSTRUCTIONS FOR CORRECT INSTALLATION

NOT EMEEDDABLE

Side by side mounting

MNon flush mounting
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Part number: CAP000031 - Model: SC30M-C20 NPN NO+NC K
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Dimension in mm
TECHNICAL CHARACTERISTICS
Working voltage: 10 + 55 Vdc
Output type: DC NPN
Function: NO+NC
Actuation type: Instantaneous

Sensing distance (mm):

0 + 20 (adjustable)

Hysteresis (%Sn):

Depends on the switching distance

Max switching frequency: 10 Hz
Repeatability (%Sn): <1
Max output current: 300 mA

Absorption: <=10 mA @ 24Vdc
Voltage drop: <18V

Short circuit protection: Present

Led indicator: Present
Shielding: Embeddable
Mechanical characteristics: M30x1.5
Housing material: Nickelled brass
Connection type: K plug
Temperature limits: -20 + +70 ¢C
IP rating: IP 65

Weight: 230 g
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Part number: CAP000031 - Model: SC30M-C20 NPN NO+NC K

WIRING DIAGRAM

CONNECTION WITH K PLUG
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Part number: CAP000040 - Model: SC30M-C20 PNP NO+NC K
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Dimension in mm
TECHNICAL CHARACTERISTICS
Working voltage: 10 + 55 Vdc
Output type: DC PNP
Function: NO+NC
Actuation type: Instantaneous

Sensing distance (mm):

0 + 20 (adjustable)

Hysteresis (%Sn):

Depends on the switching distance

Max switching frequency: 10 Hz
Repeatability (%Sn): <1
Max output current: 300 mA

Absorption: <=10 mA @ 24Vdc
Voltage drop: <18V

Short circuit protection: Present

Led indicator: Present
Shielding: Embeddable
Mechanical characteristics: M30x1.5
Housing material: Nickelled brass
Connection type: K plug
Temperature limits: -20 + +70 ¢C
IP rating: IP 65

Weight: 230 g

AECO S.r.l. 20065 Inzago (MI) ltaly - Via G. Leopardi, 5 - Tel. +39 02 954381 - Fax +39 02 9548528
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Part number: CAP000040 - Model: SC30M-C20 PNP NO+NC K

WIRING DIAGRAM

CONNECTION WITH K PLUG
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Part number: CAP000032 - Model: SC30M-CE25 NPN NO+NC K

M30 x 15

o Sensitivity adj.

Dimension in mm
TECHNICAL CHARACTERISTICS
Working voltage: 10 + 55 Vdc
Output type: DC NPN
Function: NO+NC
Actuation type: Instantaneous

Sensing distance (mm):

0 + 25 (adjustable)

Hysteresis (%Sn):

Depends on the switching distance

Max switching frequency: 10 Hz
Repeatability (%Sn): <1

Max output current: 300 mA
Absorption: <=10 mA @ 24Vdc
Voltage drop: <18V

Short circuit protection: Present

Led indicator: Present
Shielding: Not embeddable
Mechanical characteristics: M30x1.5
Housing material: Nickelled brass
Connection type: K plug
Temperature limits: -20 + +70 ¢C

IP rating: IP 65

Weight: 240g

AECO S.r.l. 20065 Inzago (MI) ltaly - Via G. Leopardi, 5 - Tel. +39 02 954381 - Fax +39 02 9548528
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Part number: CAP000032 - Model: SC30M-CE25 NPN NO+NC K
WIRING DIAGRAM
CONNECTION WITH K PLUG
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Side by side mounting

MNon flush mounting
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Part number: CAP000041 - Model: SC30M-CE25 PNP NO+NC K

M30 x 15
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Dimension in mm
TECHNICAL CHARACTERISTICS
Working voltage: 10 + 55 Vdc
Output type: DC PNP
Function: NO+NC
Actuation type: Instantaneous

Sensing distance (mm):

0 + 25 (adjustable)

Hysteresis (%Sn):

Depends on the switching distance

Max switching frequency: 10 Hz
Repeatability (%Sn): <1

Max output current: 300 mA
Absorption: <=10 mA @ 24Vdc
Voltage drop: <18V

Short circuit protection: Present

Led indicator: Present
Shielding: Not embeddable
Mechanical characteristics: M30x1.5
Housing material: Nickelled brass
Connection type: K plug
Temperature limits: -20 + +70 ¢C

IP rating: IP 65

Weight: 240g

AECO S.r.l. 20065 Inzago (MI) ltaly - Via G. Leopardi, 5 - Tel. +39 02 954381 - Fax +39 02 9548528
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Part number: CAP000041 - Model: SC30M-CE25 PNP NO+NC K

WIRING DIAGRAM

CONNECTION WITH K PLUG
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INSTRUCTIONS FOR CORRECT INSTALLATION

INSTRUCTIONS FOR CORRECT INSTALLATION

NOT EMEEDDABLE

Side by side mounting MNon flush mounting
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Part number: CAP000024 - Model: SC30M-A20 NO/NC K
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Dimension in mm

TECHNICAL CHARACTERISTICS

Working voltage: 20 + 250 Vac/dc
Output type: AC/DC

Function: NO/NC programmable
Actuation type: Instantaneous
Sensing distance (mm): 0 + 20 (adjustable)
Hysteresis (%Sn): <=20

Max switching frequency: 10 Hz

Repeatability (%Sn): <10

Max output current: 500 mA

Min output current:

10 mA (minimum current for reléase)

Max. peak current for 20msec:

1.5A

Residual current: <=2mA
Voltage drop: <6V

Led indicator: Yellow
Shielding: Embeddable
Mechanical characteristics: M30x1.5
Housing material: Nickelled brass
Connection type: K plug
Temperature limits: -20 + +70 ¢C
IP rating: IP 65

Weight: 260 g

AECO S.r.l. 20065 Inzago (M) ltaly - Via G. Leopardi, 5 - Tel. +39 02 954381 - Fax +39 02 9548528
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Part number: CAP000024 - Model: SC30M-A20 NO/NC K

WIRING DIAGRAM

CONNECTION WITH K PLUG
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INSTRUCTIONS FOR CORRECT INSTALLATION

INSTRUCTIONS FOR CORRECT INSTALLATION
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